Altec Lansing 

CD1012-8A

ARCHITECTS & ENGINEERS SPECIFICATION

The loudspeaker system shall be a high fidelity type consisting of a 12 inch/300mm Duplex® loudspeaker component with an integral 2.8" (72mm) high frequency compression driver and 1.4" exit throat conical horn. The crossover network shall be a dual-section, 12 dB/octave slope low pass and 12 dB/octave slope high pass with an electro-acoustic crossover frequency of 1,500 Hz. The loudspeaker system shall have an operating bandwidth of 65 Hz - 16 kHz (+3 dB) with a sensitivity of 97 dB when measured at a distance of one meter. The power handling capability shall be 300 W AES (1200 W peak). Nominal impedance shall be 8.0 ohms. The loudspeaker shall have nominal coverage angles of 90 degrees in the horizontal plane and 90 degrees in the vertical plane. The dimensions shall be 12.250 inches diameter by 8.75 inches deep (CD1012-60T: 12.250 inches diameter by 11.00 inches deep). The loudspeaker system shall weigh 3.0/10.4 kg (CD1012-60T: 31.0 lbs / 13kg). The loudspeaker system shall be the Altec Lansing Professional model CD1012-8A or CD1012-60T with 60W 70/100V transformer. The transformer shall have < 1.0 dB insertion loss.
