Altec Lansing Professional
CommStar SM1
ARCHITECTS & ENGINEERS SPECIFICATION

The unit shall be a mixer, A/D converter, and power supply capable of driving up to eight of the CV6 or equivalent loudspeakers. The Source Master shall include an internal power supply capable of fully operating on voltages from 90 to 240Vac and 50/60 Hz.
Four (4) unbalanced inputs on the front panel and four (4) on the back panel shall sum and route music inputs to the internal MusicPath for program specific DSP processing. A front panel volume control shall provide adjustment of only MusicPath levels. A remote-volume-control port (RJ11 connector) on the back panel shall replicate the front panel volume control. A microphone input shall be located on the back panel (paralleled XLR and Euroblock connectors). The microphone input shall route to the internal SpeechPath for program specific DSP processing. The microphone input shall have peak light and bass/treble cut controls located on the back panel with Phantom Power enable and Gain selection internal jumpers. The microphone input shall have a back-panel mounted level control. A detected microphone input shall reduce MusicPath audio by 10dB (disable with internal jumper). A single-tone pre-announcement chime shall be triggered on the back panel with a contact closure. An electronically balanced professional input shall be located on the back panel (Euroblock connector). Signal connected to the balanced input shall be routed to either the MusicPath or SpeechPath using an internal jumper.
Link In and Link Out functions shall be provided for system expansion and direct AES-EBU input/output.
Output of the Source Master shall be via RJ45 connector and standard Cat5 cable. Power and digital audio for up to eight (8) CV6 or equivalent loudspeakers shall be available from one Source Master. The Source Master unit shall be covered with a five year manufacturer’s warranty. The dimensions shall be 9.5 inches (242cm) wide by 3.25 inches (83cm) high by 9.2 inches (234cm) deep. The Source Master shall weigh 5.0 pounds (2.3 kg). 

The Source Master shall be the Altec Lansing Professional model SM1.

